ASCII Objekt Referenz

Die ASCII Objekt Referenz (ascii_ .chm / pdf) beschreibt alle Parameter (ASCII Format), die
mit einem Terminalprogramm oder mit der Setup Software zum Servoverstéarker tibertragen werden
kdnnen.

Fir verschiedene Servoverstarker-Serien gibt es verschiedene ASCII Dateien. Anwender, die
Probleme bei der Verwendung von Windows HTML-Help Dateien (CHM) haben, kénnen PDF Dateien
verwenden, die die gleichen Informationen beinhalten.

Die Online-Hilfe der Inbetriebnahme-Software der SERVOSTAR 300 und S700 (drivegui.chm)
beinhaltet die ASCII Objekt Referenz.

Die Online-Hilfe des SERVOSTAR 400/600 (drive.chm) beinhaltet die ASCII Objekt Referenz dagegen
nicht.

Die CHM Dateien bieten

o einfache Navigation

e variable Sortierung

¢ schnelle Volltextsuche

e deutsche und englische Sprachversionen in einer Datei

Windows HTML-Help Dateien (CHM) bendtigen mindestens Windows 98 und arbeiten auch unter NT,
2000, XP, Vista, 7, 8, 10. Kopieren Sie die Datei auf die Festplatte Ihres PC und starten Sie die Datei
wie unter Windows gewohnt.

Sprachwahl Parameter Beschreibung
Sortierwahl
E? ASCII Documentation
oo oe & o
Ausblenden  Zuriick Dmucken  Optionen
ASCH OI)jeN?eferelwe ASCH - Command ACC Iso available in
Zu suchendes Schliisselwort: Syntax Transmit ACC [Data] I Yes
Switch language to german
|55‘ Syntax Receive ACC <Data= CANBus Yes
sorted by Type Wariable PROFIBUS Yes
commands aroups object n® ASCH Format Integer1& Sercos Mo
Thema zur Anzeige auswahlen: \ A | DI hiillizeconds DPR es
ASCHl Devtsch ENCMODE Range 1. 36
ASCHl Deutsch ENCZERD ACCR Defautt 10
ASEIl Deutsch FPGA AccumT Opmaode 01,8 Configuration Mo
ASCI Deutsch GEARMODE ACTFAULT Drive Stat
ASCI Deutsch INTMODE ACTIVE rive State
ASCI Deutsch IN2MODE Start Firmware 120
ASCI Deutsch IN3MODE ACTRS232 Obiet Humi p
ASCHl Deutsch INAMODE ADDR st fumber
ASCH Deutsch Kurzbeschreibung Data Type
ASCIl Deutsch NREF ::3:“3 BUSDPR Integer1s
ASCI Deutsch ROFFS2 - .
ASCIl Deutsch SSIGRAY ALIAS Welghtning
ASCI Deutsch SSINY AHUHR M Hame Setn. Ramp + Last Change of 13
ASCHl Devtsch SSIMODE AARANGE - ramn this Object
igg:: EEL‘I\FSEhE?QSCIPagBE ANTRIG Function Group Spesd Cortroller EEPROM e
nglis!
ASCI Enghsh EMCZERO ANZTRIG Short Description |Acceleration Ramp
ASCI English FPGA
. ANCHFG
ASCI English GEARMODE Description
ASCIl Englsh INTMODE AlDE Sescripton
ASCI English IN2MODE AHIN1 . i
ASCI English IN3MODE AHINZ The .ACC command defines the acceleration ramp for the speed control IDDP (in msegj referred to the )
ASCI English IN4MODE = maximum speed (the larger value of VLIM and VLIMH). The 8CC acceleration ramp is only used for setpoint
A5CI English NREF AHOFF1 step changes that resutt in & speed increase (acceleration). The DEC parameter is used for braking
ASCIl English ROFF52 ANOFF2 (dleceleratian). ]
i or & setpoint step from Oto ,the ramp generstor generstes 5 stepped ramp (with steps o
ASCIl Erglish Shortform ANOUTA For & sstpoint step from 0 to VLIMALIMH, th A ates a stepped ramp (with steps of 250
microseconds) that is completed within the set ACC time
ASCI English SSIGRAY ANOUT2
ASCI English SSIIMY N
ASCI English SSIMODE ANZERO1
ASCI English SS10UT ANZERO2
AVZ1
BCC
BOOT
BODC
BODR \ Selection of Remote Address 5
BOFC ACC Acceleration Pamp
\ BOFR ACCR Acceleration Ramp for homingjog modes
Anzeigen i i
IZE10 BOMODE v ACCumT Type of accelerdion setpoint for the system v

\

ASCII Parameterliste mit
Kurzbeschreibung

Volltextsuche ASCII Parameterliste




