TOLERANCE

< M (meters) UP TO 2.99M = +10cm, —0" =
3M T0 8.99M = +15cm, —0”
9M TO 14.99M = +30cm, —0”
— 96mm REF - 15M T0 29.99M = +45cm, 0"
30M AND OVER = +60cm, —0” |7 101.6mm REF ———=
? _______ ﬁ—j%m:
$27.5mm REF P 3 D) %E) g P2
‘ _______ e —— m;S
LABELS
P1 _ _ (
e s = =T,
; ! ! BLACK_14AWG ! ! — \V</
n : : GRN/YEL 14AWG : : D: GND P2
Y TR S R
I J_______SHELD_____L%
A ! @! WHITE 18AWG ! 'R'! ED: BRAKE+
B I\lk:?l/l BLACK 18AWG I\L\I)l/l ED: BRAKE—
Cr—N/C
FACE VIEW T N/C
NOTES: VP—508CFAN—** VP—508CFAN—-01-0 0.256KG
1) Cable Specifications: VP—508CFAN-05-0 0.767KG
* Jacket Material: TPE VP—-508CFAN-06-0 1.534KG
* Qutside Diameter: 211.9mm Ref
* Bend Radius (min): 109mm VP—S08CFAN-09-0] 2.501KG
* Static Flex Rating: Not Rated VP—508CFAN—-12-0 3.068KG
* Dynamic Flex Rating: Not Rated
* Temperature Rating: 105°C ASSEMBLY WEIGHT
* Voltage Rating: 600V
* AWM Style: UL203528 KOLLMORGEN
2) Assembly Weight — See table AKD DRIVE

3) This assembly is RoHS compliant
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